[image: image1.wmf] 

ActewAGL Distribution ABN 76 670 568 688 a partnership of ACTEW 

Distribution Limited ABN 83 

073 025 224 and 

Jemena 

Networks

 (ACT) Pty

 Ltd

 

ABN 24 008

 552 663. 

 

[image: image2.jpg][et’s power ahead.




[image: image3.jpg]Lictew7IGL

Always.





Contract risk assessment

Contractors are required to submit this form prior to commencement of contract work and within seven days of contract execution.

Contractor ACME Road Repair Pty Ltd
                      

Contract Repair of Pot Holes in Road - North Hwy b/w Johns Road and Smith Street turn off

  

Contractor’s representative John Smith



Telephone 9834 2222
  Fax 9834 2221


Signature 
  Date 30 /11 /1996

Contract administrator Fred Johnston
                      

Contract number LC-459-08

  


Telephone 9350 8383
  Fax 9750 8384


Signature 
  Date 15 /12 /1996

The primary objectives of this risk assessment are to:

· identify hazards associated with contract tasks and activities

· determine the level of risk

· establish appropriate risk control measures.

Each major or significant task or activity associated with the contract shall be assessed in terms of the associated hazards. When all hazards have been identified, the most likely outcome as a result of an incident shall be determined.

Risks shall be classified according to the potential consequences:

	Catastrophic:
	Multiple fatalities, toxic release off site with detrimental effect, financial loss over $10,000,000.

	Major:
	Extensive injuries to staff or public or single fatality caused, loss of operating capacity, any environmental releases off-site with no detrimental effects, any damages or losses are limited between $1,000,000 and $10,000,000.

	Moderate:
	Medical treatment is required to staff or public, any environmental on site releases are contained with outside assistance, any damages or losses are limited between $100,000 and $1,000,000.

	Minor:
	First aid treatment may be required to staff or public, any environmental on site releases are contained locally, any damages or losses are limited between $10,000 and $100,000.

	Insignificant:
	No injuries to staff or public, any damages or losses are limited below $10,000.


Contractors should detail risk control measures, which adequately address all such risks.  When determining risk control strategies, the hierarchy of controls summarised below should be considered:

	Hierarchy of controls
	Examples of health and safety controls
	Examples of environmental controls

	Eliminate the hazard
	Undertake cleaning without need to enter confined space 
	Define no access zones around environmentally sensitive areas within the work site

	Substitute the hazard
	Replace toxic substance with less harmful substance
	Use of biodegradable products instead of non-biodegradable products

	Engineering controls
	Install ventilation system to remove hazardous atmosphere
	Use of prefabricated access equipment for crossing watercourses or in boggy areas

	Administrative controls
	Permit to work systems and associated training
	Environmental authorisations or processes and associated training

	Personal protective equipment
	Respiratory protective devices
	Tree protector, erosion and sediment control devices


The risk assessment form requires the contractor to provide the following for assessment:

Specific task or activity

The contractor should document each major task associated with the contract.  This should consider the sequential aspects of the work to be performed from contract commencement to finalisation of the contract.

Potential hazards

The contractor should identify the particular hazards associated with each activity or task to be carried out.

Class of risk

Each hazard should be evaluated as a level of risk determined by using the potential consequences table.  Classification in this way provides an indication of priority in terms of determining risk control measures.

Control measure

The contractor should identify and document what actions are necessary to eliminate or minimise the hazards that could lead to accident, injury, occupational illness or environmental damage.


	Specific task or activity
	Potential hazards or consequences
	Class of risk
	Control measures

	Occupation of work site
Set up, during works, and final inspections
	Public vehicles hitting workers or equipment
	Catastrophic
	Safety signage and traffic control procedures will conform with applicable regulations and codes of practice to ensure adequate safety and minimise inconvenience to traffic.  This will include the use of safety signage (Beware Road-Works Ahead) at least 500m before work area.  Witches hats to divide off one lane.  Plan work so that one side of road is repaired at a time.  Flag men at either end of work area slowing traffic and communicating via hand held radios so that one way traffic is permitted in opposite lane.  Wearing of bright reflective safety jackets by workmen.  Refer company safe work procedure SWP06: Traffic Management.

	Vehicles entering and leaving site
	Work vehicles hitting public
	Catastrophic
	Vehicle Movement Plan

	
	Dust, soil, erosion
	Moderate
	Decontamination facilities and sediment controls

	Operation of plant – compactor
(“whacker”)
	crushing of feet
	Moderate
	Wearing of safety footwear.

	
	manual handling resulting in strain/back injury
	Major
	Provide training in safe use of equipment prior to operation.  
Two-man lifts to lift and lower compactor from truck.


	Specific task or activity
	Potential hazards or consequences
	Class of risk
	Control measures

	Operation of plant – compactor/ jackhammer
	noise exposure
	Moderate
	Employees to wear hearing protectors when operating plant.

	Operation of compressor
	contact with high pressure
	Major
	Hose couplings fitted with pins or chains.  
Hoses, couplings inspected as part of daily plant inspection.

	
	noise exposure
	Moderate
	Noise control equipment fitted to compressor.

	Handling and  decanting fuels for compressor
	fire, eye splashes
	Major
	No smoking, handling of fuels in well ventilated areas, fire extinguishers on hand, wearing of eye protection.

	Transport of equipment
	equipment falling from truck causing traffic accidents
	Catastrophic
	Proper use of ropes, chain and straps to adequately secure equipment on vehicle.

	Handling of hot tar
	heat and chemical exposure 
	Moderate
	Use of protective clothing (gloves, overalls), ensure good hygiene and washing before lunch and at end of day.

	Outside work – exposure to weather
	Sunburn
	Moderate
	Wearing of suitable clothing, hats and provision of sun cream.

	General
	General
	
	Employees will be supplied with protective gloves and hard hats supervised by team leaders.  
Daily safety inspection to be conducted by superintendent and foreman.
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